














Lazy H at about 6.6dBd. Not too shabby. And it’s bidirec-
tional. It's possible to use the 10-meter version on 15 and 20
meters, as well. But you’ll be giving up a significant amount
of gain by doing so.

An antenna tuner will be required. And our Field Day group
most likely won’t be able to rotate its Curtain. (ASIDE: Kurt
knows for a fact that some of the big dog shortwave broad-
casters have mounted their Sterba Curtain hardware on rail-
road cars on a circular track. When it’s time to change sig-
nal direction, they ring up the engineer and move the whole
she-bang to a different position on the circle. Think about
THAT for Field Day. — KNS.)

Now, a three-band beam will deliver gain similar to, or
exceeding a Curtain used on 10, 15, and 20 meters. It’s easy

to rotate. It likely has a good front-to-back ratio — great for
tamping down Field Day interference. And a tri-bander often
doesn’t need a tuner. So why not go this route?

In a word: Expense. A Lazy H is nothing more than wire
and insulators. It's a cheap and fairly easy way to get out
a good signal on three bands in two directions. It’s up to the
Field Day Committee to weigh the pluses and minuses.
If their FD location has some well-placed trees and plans
for a dedicated 10-meter operation, a Lazy H might be
worth trying.

Kurt welcomes questions of general interest from readers
and will answer them in his kolumn. Write to him at:
<CQPlusDigital @ gmail.com>.

Photo B. This massive Curtain array is used at the Radio Free Europe transmitter site in Biblis, Germany.

(Courtesy of Wikipedia)

Photo C. The headline on Paul Carr, N4PC’s piece in the March 1995 edition of CQ read: “The Lazy H Antenna Packs a
Punch”— even when configured horizontally. Read the article at <http://bit.ly/1jQN6eg>.
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[;ﬂ Amateur Radio

Print or Digital...Your Choice

Fun to read, interesting from cover to cover,
written so you can understand it. That’s CQ.
Read and enjoyed by thousands of people

' each month in 116 countries
around the world.

Effective with the 2/14 issue,
content aimed toward Pop’Comm,
s - _ ¥ CQ VHF and WorldRadioOnline, is
.~ New Digital being incorporated into CQ’s digital edition as
- Supplement! h a supplement called “CQ plus” — making CQ
the single source for articles on the broader
aspects of hobby radio, from shortwave
listening and scanner monitoring to personal
two-way services and Internet radio, as well
as amateur radio.

f g]s.and pncmg

r"'h‘lmumatlﬁ s,Jnc. Phone: 51616812922
25 N‘&wﬁ}ndgew o‘ad *Hicksville,NY 11801 Fax: 516-?1-2926

% g 1;:;".:\"r" b":‘,ﬁ‘ “; e



http://www.cqcomm.com

MFJ Weather-Proof Window Feedthrou F&/h Panels

Weather-proof window feedthrough panels bring coax, balanced lines, H

'HF/UHF anten-

nas, random wire antennas, ground, rotator/antenna switch cables and DC/AC power into

your hamshack without drilling through walls!

MFJ Weather-Proof Window
Feedthrough Panels mount in your window
sill. Lets you bring all your antenna con-
nections into your hamshack without
drilling holes through walls.

Simply place in window sill and close
window. One cut customizes it for any

window up to 48 inches. Use horizontally
or vertically. Connectors are mounted on
inside/outside stainless steel plates and
attached to a 4 foot long, 3'/> inch high, */4
inch thick pressure-treated wood panel.
Has excellent insulating properties.
Weather-sealed with a heavy coat of long-

Outside View

lasting white outdoor enamel paint. Edges
sealed by weather-stripping. Seals and
insulates against all weather conditions.
Includes window locking rod.

Inside/outside stainless steel plates
ground all coax shields. Stainless steel
ground post brings ground in.

MF._I-653 nivérsal P_I/id()w—F_e;’ethru Panel )}

Four 50 Ohm Teflon™ SO-239 coax connectors lets you feed
HF/VHF/UHF antennas at full legal power limit.

A 50 Ohm Teflon™ coax N-connector lets you use any antenna
up to 11 GHz, including 450 MHz, UHF, satellite, moon bounce
and 2.4/5.8 GHz Wi-Fi antennas.

A 75 Ohm, 1 GHz F-connector makes it easy to bring in televi-
sion, Satellite, HD, cable TV and FM radio signals.

A pair of high-voltage ceramic feedthru insulators lets you bring
in 450/300 Ohm balanced lines directly to your antenna tuner.

Has random/longwire antenna ceramic feedthru insulator.

3 Coax, Balanced Line, Random Wire

for balanced lines and longwire/ran-
dom wire, Stainless steel ground post.

4 Balanced Line, 2 Coax

Best Seller! 3 Teflon™ 4 pairs of high-volt-

coax connectors for HF/ _ age ceramic feed-thru

VHF/UHF antennas. Separate high MFJ-4602 insulators for balanced

voltage ceramic feed-thru insulators $ 995 lines and 2 coax connectors,
5 Cables, any—s1ze

5 Adaptive Cable § i

6 Coax Feedthrus™. Pass ™ =
6 high quality Teflon®™ — any cable with connector: 2 cables®

55995 inches and 3 cables with UHF/N size $9
coax connectors. Seals out weather.

post. Full 1500 Watt legal limit.
Brmg cables thru eave of your house
MFJ-4616
| “ | shown with standard full- | 4 ”
” ] replaces. For 6 Cables 1]
$2695 - "
m” ] 1 MFJ-4613 i TR
’ ~ | shown with standard half-
replaces For 3 Cables
$4 495 i
Replace your standard air vents on the eave/sofitt of your
house with these MF.J AdaptiveCable™ Air Vent Plates and...
with connectors up to 1'/4x1°/8 inches!
Sliding plates and rubber grommets adjust for virtually
any cable size to seal out adverse weather, insects and
varmints. Use existing vent hole, mounting screws and

antennas. Stainless steel ground
size vent (not included) it
size vent (not included) it |
Bring in coax, rotator, antenna switch, power cables, etc.
screw holes.

MFJ-4603

s8ges
5-way binding posts lets you

supply 50 Volts/15 Amps DC/AC power to your outside antenna
tuners/relays/switches.

Stainless ground post brings in ground connection, bonds inside/
outside stainless steel panels together and drains away static charges.

MFJ's exclusive Adaptive Cable Feedthru™
lets you bring in rotator/antenna switch cable,
etc. without removing connectors (up to
1'/4X1%s in). Adapts to virtually any cable
size. Seals out rain, snow, adverse weather.

All-Purpose FeedT. hru/CableT hru’ M
Stacks MFJ- gy =
- - g g
Sl /603 and
1 MFJ-4600 MFJ-4604!
New:* 37995 Gives you
every pos51b1e cable connec-
W tion you’ll ever need through $
your window without drilling

MFJ-4605
995

holes in wall -- including UHF, N?‘?F
coax connectors for HF/VHF/UHF MFEJ-4601 with large connectors up to 1'/:x1%/s MFJ-4604 coax connectors, balanced lines, random

995 wire, ground, DC/AC power and cables of
any size for rotators, antenna switches, etc.

AdaptiveCable™ Wall Plates
MFJ-4614  Bring nearly any cable -- rotator, antenna
For 4 Cables switch, coax, DC/ AC power, etc. -- through
$3 495 walls without removing connectors (up to
1'/x1%/s inches). Sliding plates and rubber
grommets adjust hole size to weather-seal
virtually any size cable.
Includes stainless steel plates for each side of wall,
sliding plates, rubber grommets, weather stripping and

screws. Free MFJ Catalog

Visit: http://www.mfjenterprises.com)
or call toll-free 800-647-1800
* 1 Year No Matter What™ warranty * 30 day money
back guarantee (less s/h) on orders direct from MFJ
[ N
ndustria , Starkville,
;\;[ng éz?bllgs %I)l:'; ég;li M JMS 39759 PH: (662) 323-5869

Tech Help: (662) 323-0549
$24°95 34495 FAX:(662)323-6551 s:30CST.vonri Addshipping

Prices and specifications subject to change. (c) 2010 MFJ Enterprises, Inc.

http://www.mfjenterprises.com| for more info, catalog, manuals, dealers
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The radio...YAESU

The Dawn of a New Era
Dynamic Range 112 dB/IP3 +40 dBm

The New Premium HF/50 MHz Transceiver
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Superb 3"4-Order Dynamic Range and
3rd-Order Intercept Point (IP3)

You will be pleased with the astounding 112 dB
dynamic range and superb IP3 + 40 dBm at 10
kHz separation (CW/500 Hz BW). Experience
the unmatched close-in dynamic range of 105 dB,
IP3 +36 dBm at 2 kHz separation (CW/500 Hz BW)!
(VFO-A/Main Receiver, 14 MHz, IPO-1)

W IDR (IMD Dynamic Range) / IP3 (ard-Order Intercept Point)

(FT 0N 5001 X 30 MO |

Two Totally Independent Receivers - The VFO-A/Main
Receiver utilizes Super Sharp Roofing filters to give
you the highest performance and best flexibility

The tight shape factor 6 pole crystal filters and D Quad Double
Balanced Mixer design afford incredible improvement in 3rd —
Order dynamic range and IP3 performance

2nd Local

M Front End Block Diagram (VFO-A/B, with Dual Receivers Installed) '5%ec 2nd Local . - : 3rtf Lo s
HF/50 MHz 200 W Transceiver HF/50 MHz 200 W Transceiver \
FT bxX 5000MP FT bx 5000MP q.[ma(f‘})
Station Monitor SM-5000 included + 0.05ppm OCXO included
+ 0.05ppm OCXO included 300 Hz Roofing Filter included

300 Hz Roofing Filter included

For the latest Yaesu news, visit us on the Internet:

Y g ESU YAESU USA http://www.yaesu.com
6125 Phyllis Drive, Cypress, Hicati i i | i

Specifications subject to change without notice. Some accessories and/or options may be standard in certain
The radio CA 90630 (714) 827-7600 areas. Frequency coverage may differ in some countries. Check with your local Yaesu Dealer for specific details.




